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DETAILED ACTION 

This action is in response to Applicant's amendment filed on 12/30/2009. 
Independent claims 1 and 8 have been amended. Claims 4-6 and 11-13 have been 

cancelled. Claims 1-2, 7-9, and 14 are now pending in the present application. The 
applicant's amendments to claims are shown in bold and italics and the examiner's 
response to claim amendments is shown in bold in this ofTice action. This Action is 
made FINAL. 

Claim Rejections - 35 USC § 102 

The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 
form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in (1 ) an application for patent, published under section 1 22(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351(a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 

Claims 1, 2, 7-9, and 14 are rejected under 35 U.S.C. 102(e) as being 
anticipated by Wakayama et al. (U.S. Patent Application Publication # 2004/0136368 
A1). 

Consider claim 1, Wakayama et al. show and disclose a statistical information 
extraction method (abstract which discloses a method using a packet transfer apparatus 
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with a statistics information collecting processor and a line card that transfers header 
information of packets to the statistics information collecting processor; further 
disclosing that on the basis of the statistics information collected, the setting of the 
search table to be provided for the line card will be renewed; Figs. 1-2 show and 
paragraphs 0053 and 0057 further describe the claimed method in detail), comprising: 
a first step of setting a table for retrieving a pattern to which a user policy is reflected 
(Table 117 shown in Fig. 3 that contains entries with specific source and destination IP 
addresses set as search key to retrieve a matching source and destination address 
pattern from the transmitted packets; the search key being based on a user policy of 
assigning specific packets (i.e. packets received from specific sources and directed to 
designated destinations only) to designated line cards (for collecting statistical 
information) as shown in Figs. 3 and 5; paragraphs 0053, 0061 and 0070 recite the 
same details, thereby disclosing setting a table for retrieving a pattern to which a user 
policy is reflected); 

a second step of retrieving the pattern from received packets based on the table (Fig. 2 
that shows and paragraph 0057 which discloses a received packet buffer 1 14, a packet 
processing engine 11 6, a header buffer 1 20, and a search table 1 1 7 in which the packet 
processing engine stores packet header information as well as information concerning 
correspondence relationship of processing of the packet, and memory 122 to store the 
search table 117, thus disclosing retrieving the pattern from received packets based on 
the table); and 

a third step of storing statistic information of the pattern retrieved (Fig. 4, that shows a 
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Header Information Analyzer 152, an Adder 153 for counting the number of packets 
processed, and a Statistics Table 154 for storing statistics information obtained by 
counting by the adder; paragraph 0062 discloses the same details); 
wherein the first step sets in the table a packet type and a pattern extraction position 
within a header of a received packet corresponding to the packet type and a retrieval 
pattern corresponding to the pattern extraction position (Fig. 10, step 5020, that shows 
a packet header being extracted and stored in a header buffer; Fig. 8 shows the table 
containing stored header information; Figs. 12-13 which show the layout of the fields 
that make up the Ethernet Header and the IP Header extracted and stored in the header 
buffer, specifically a 2-byte Frame Type (packet type) field 603 at offset 12 from the 
beginning of the Ethernet header in Fig. 12, and a 1-byte Protocol field at offset 9 from 
the beginning of the IP header, as shown in Fig. 13; the layout of fields (for example 4- 
byte key fields Source IP Address and Destination IP Address at offsets 12 and 16 
respectively from the beginning of the IP header) as shown in Fig. 13, showing pattern 
extraction positions (12 from the Ethernet header; and 9, 12, and 16 from the IP header) 
and field lengths (2 for frame type, 1 , 4, and 4 for Protocol, Source and Destination IP 
addresses) within a received packet header corresponding to the search parameters 
(Source and Destination IP addresses shown in Fig. 3); as noted in paragraph 0057 
above, the packet processing engine 116 stores header information of the packet 
in the search table 117; the packet header information includes Ethernet header 
fields 601-603 (field 603 being packet type) shown in Fig. 12 and IP header 610 
fields (including protocol, source IP address, and destination IP address) shown 
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in Fig. 13; the packet type field is being checked for a hexadecimal value of 
'0800'x that represents Ethernet packet types in IPV4 format (see paragraphs 
0078-0079); for additional information on this field, please do a Google search 
"RFC Ethernet header") and review RFC 894 and 826; furthermore, since the 
layout of the fields in the Ethernet headers is defined by the applicable RFCs, the 
pattern extraction positions (of protocol and source and destination addresses) 
are fixed and need not be stored in the table); 

the second step determines that the pattern has been retrieved when the pattern of the 
received pacl<et is retrieved based on the pattern extraction position corresponding to 
the packet type of the received packet and the retrieved pattern is matched with the 
retrieval pattern set in the table (Fig. 11, step 5230 which shows that the pattern of 
search key (shown in Fig. 3) has been extracted from the packet header based on the 
pattern extraction position (shown in IP header 610 in Fig. 13); step 5240 which judges 
flow by matching the retrieved pattern with the retrieval pattern set in the search table 
(shown in Fig. 3); paragraphs 0084-0085 disclose the same details); and 
the third step stores the statistic information of the pattern received, when the 
second step determines that the pattern has been retrieved (Fig. 24 that shows 
and paragraphs 0069 and 0094 that disclose the details of saving the statistics 
information of the packets with the search pattern of specified source and 
destination IP addresses, after the header information of the packets has been 
analyzed and statistics gathered). 
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Consider claim 2, and as applied to claim 1 above, Wakayama et al. disclose 
the claimed statistical information extraction method, wherein the first step sets in the 
table whether or not the received packet should be made a learning object (Fig. 10; 
paragraph 0073 which discloses that the packet processing engine 116 holds a packet 
counter for adding a number of packets processed by the packet processing engine 
1 1 6; further disclosing that the packet processing engine increases a value Pn of the 
packet counter by 1 , then judges whether or not the value Pn matches a predetermined 
integer value N (N greater than 2); if the value PnOf the packet counter is equal to N, the 
frame for header transfer 35 shown in Fig. 4 will be generated to transfer to the statistics 
information collecting processor 15, and the value Pn of the packet counter will be reset, 
thereby disclosing that every N*'^ packet is to be made a learning object), and 
the second step adds to the table a pattern unable to be retrieved if the received packet 
is set as the learning object in the table when the pattern is unable to be retrieved (Fig. 
10; paragraph 0073 further discloses extracting packet header information and storing it 
in the header buffer in step 5020, if it is every packet, which is selected as the 
learning object; since such selected packet is not previously stored in the table, the 
pattern is unable to be retrieved during the table search). 

Consider claim 7, and as applied to claim 1 above, Wakayama et al. disclose 
the claimed statistical information extraction method, wherein the third step counts the 
retrieved pattern, and makes the count the statistic information (Fig. 4; paragraph 0062 
which disclose the details of a Statistics Information Collecting Processor that includes 
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an adder 153 to count number of packets retrieved, and stores the statistics information 
in the statistics table 1 54). 



Consider claim 8, Wakayama et al. show and disclose a statistical information 
extraction device (abstract which discloses a packet transfer apparatus with a statistics 
information collecting processor and a line card that transfers header information of 
packets to the statistics information collecting processor; further disclosing that on the 
basis of the statistics information collected, the setting of the search table to be provided 
for the line card will be renewed; Figs. 1-2 and paragraphs 0053 and 0057 further 
describe the claimed device in detail), comprising: 

a first means setting a table for retrieving a pattern to which a user policy is reflected 
(Table 117 shown in Fig. 3 that contains entries with specific source and destination IP 
addresses used as search key to retrieve a pattern from the transmitted packets; the 
search key being based on a user policy of assigning specific packets to designated line 
cards as shown in Fig. 3; paragraph 0061 discloses the corresponding details, thereby 
disclosing setting a table for retrieving a pattern to which a user policy is reflected); 
a second means retrieving the pattern from received packets based on the table (Fig. 2 
that shows and paragraph 0057 which discloses a received packet buffer 1 14, a packet 
processing engine 116, a header buffer 120, and a search table 117 in which the packet 
processing engine stores packet header information as well as information concerning 
correspondence relationship of processing of the packet, and memory 122 to store the 
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search table 117, thus disclosing retrieving the pattern from received packets based on 
the table); and 

a third means storing statistic information of the pattern retrieved (Fig. 4, that shows a 
Header Information Analyzer 152, an Adder 153 for counting the number of packets 
processed, and a Statistics Table 154 for storing statistics information obtained by 
counting by the adder; paragraph 0062 discloses the same details); 
wherein the first means sets in the table a packet type and a pattern extraction position 
within a header of a received packet corresponding to the packet type and a retrieval 
pattern corresponding to the pattern extraction position (Fig. 10, step 5020, that shows 
a packet header being extracted and stored in a header buffer; Fig. 8 shows the table 
containing stored header information; Figs. 12-13 which show the layout of the fields 
that make up the Ethernet Header and the IP Header extracted and stored in the header 
buffer, specifically a 2-byte Frame Type (packet type) field 603 at offset 12 from the 
beginning of the Ethernet header in Fig. 12, and a 1-byte Protocol field at offset 9 from 
the beginning of the IP header, as shown in Fig. 13; the layout of fields (for example 4- 
byte key fields Source IP Address and Destination IP Address at offsets 12 and 16 
respectively from the beginning of the IP header) as shown in Fig. 13, showing pattern 
extraction positions (12 from the Ethernet header; and 9, 12, and 16 from the IP header) 
and field lengths (2 for frame type, 1, 4, and 4 for Protocol, Source and Destination IP 
addresses) within a received packet header corresponding to the search parameters 
(Source and Destination IP addresses shown in Fig. 3); as noted in paragraph 0057 
above, the packet processing engine 116 stores header information of the pacltet 
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in the search table 117; the packet header information includes Ethernet header 
fields 601-603 (field 603 being packet type) shown in Fig. 12 and IP header 610 
fields (including protocol, source IP address, and destination IP address) shown 
in Fig. 13; the packet type field is being checked for a hexadecimal value of 
'0800'x that represents Ethernet packet types in IPV4 format (see paragraphs 
0078-0079); for additional information on this field, please do a Google search 
"RFC Ethernet header") and review RFC 894 and 826; furthermore, since the 
layout of the fields in the Ethernet headers is defined by the applicable RFCs, the 
pattern extraction positions (of protocol and source and destination addresses) 
are fixed and need not be stored in the table); 

the second means that the pattern has been retrieved when the pattern of the received 
pacl<et is retrieved based on the pattern extraction position corresponding to the 
packet type of the received packet and the retrieved pattern is matched with the 
retrieval pattern set in the table (Fig. 11, step 5230 which shows that the pattern of 
search key (shown in Fig. 3) has been extracted from the packet header based on the 
pattern extraction position (shown in IP header 610 in Fig. 13); step 5240 which judges 
flow by matching the retrieved pattern with the retrieval pattern set in the search table 
(shown in Fig. 3); paragraphs 0084-0085 disclose the same details); and 
the third means stores the statistic information of the pattern received, when the 
second means determines that the pattern has been retrieved (Fig. 24 that shows 
and paragraphs 0069 and 0094 that disclose the details of saving the statistics 
information of the packets with the search pattern of specified source and 
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destination IP addresses, after the header information of the pacltets has been 
analyzed and statistics gathered). 

Consider claim 9, and as applied to claim 8 above, Wakayama et al. disclose 

tine claimed statistical information extraction device, wherein the first means sets in the 
table whether or not the received packet should be made a learning object (Fig. 10; 
paragraph 0073 which discloses that the packet processing engine 116 holds a packet 
counter for adding a number of packets processed by the packet processing engine 
116; further disclosing that the packet processing engine increases a value PnOf the 
packet counter by 1 , then judges whether or not the value Pn matches a predetermined 
integer value N (N greater than 2); if the value PnOf the packet counter is equal to N, the 
frame for header transfer 35 shown in Fig. 4 will be generated to transfer to the statistics 
information collecting processor 15, and the value Pn of the packet counter will be reset, 
thereby disclosing that every N"^ packet is to be made a learning object), and 
the second means adds to the table a pattern unable to be retrieved if the received 
packet is set as the learning object in the table when the pattern is unable to be 
retrieved (Fig. 10; paragraph 0073 further discloses extracting packet header 
information and storing it in the header buffer in step 5020, if it is every N'^ packet, which 
is selected as the learning object; since such selected packet is not previously stored in 
the table, the pattern is unable to be retrieved during the table search). 
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Consider claim 14, and as applied to claim 8 above, Wakayama et al. disclose 
the claimed statistical information extraction device, wherein the third means counts the 
retrieved pattern, and makes the count the statistic information (Fig. 4; paragraph 0062 
which disclose the details of a Statistics Information Collecting Processor that includes 
an adder 153 to count number of packets retrieved, and stores the statistics information 
in the statistics table 154). 



Response to Arguments 

Applicant's arguments filed 12/30/2009 have been fully considered but they are 
not persuasive. After carefully considering the arguments presented and reviewing the 
cited prior art used in rejecting the claims, the examiner has concluded that Wakayama 
et al. do adequately teach each and every claim element of the amended claims, which 
are therefore obvious and non-novel over the prior art. The claims are therefore not- 
allowable in their present form. 

Consider independent claim 1. On page 5 of the "Remarks" section, the 
applicant has argued that Wakayama fails to disclose a "packet type" itself in Figs. 3 
and 5, and further fails to disclose " extracting a pattern from a pattern extraction position 
corresponding to the packet type ". The examiner respectfully disagrees with this 
argument. First, packet types can be classified many different ways: packets belonging 
to a particular flow (i.e. packets that have the same source and destination addresses) 
may be classified as packets of one type; packets using the same protocol may be 
classified as packets of another type; and packets with a particular value in their type 
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field (in the Etiiernet header) may be classified as packets of yet another type. The 
cited reference of Wakayama shows and describes packets having all these 
characteristics (for example, see paragraphs 0012-0013, 0070, 0077-0080). Whether 
or not a "packet type" field is specifically shown in Figs. 3 and 5 is of no consequence, 
because Wakayama et al. explicitly states (in paragraph 0057 that the extracted packet 
header information (including packet type 603) is saved in Table 1 17 of Fig. 3). 

The applicant further argues that "the examiner deems that there must exist a 
table describing a packet type, since the Ethernet header 600 in Fig. 12 shows 'type 
603' including some preset value". To clarify the misstatement, there no type 603. In 
reality, 603 Is the ID of the field "type", that when set to hexadecimal "0800"x, Indicates 
that the packet is Ethernet IPV4 type. Other values (such as "08100"x represents a 
VLAN tag type packet) represent other types of packets. For additional information, 
please do a Google search "RFC Ethernet Header", and review RFC 894 and 826. 
The details of IP header fields can also be read at the web site: 

http://www.networksorcery.com/enp/protocoi/ip.htm 

Conclusion 

THIS ACTION IS MADE FINAL. Applicant is reminded of the extension of time 
policy as set forth in 37 CFR 1 .136(a). 

A shortened statutory period for reply to this final action Is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within 
TWO MONTHS of the mailing date of this final action and the advisory action is not 
mailed until after the end of the THREE-MONTH shortened statutory period, then the 
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shortened statutory period will expire on the date the advisory action is mailed, and any 
extension fee pursuant to 37 CFR 1 .136(a) will be calculated from the mailing date of 
the advisory action. In no event, however, will the statutory period for reply expire later 
than SIX MONTHS from the mailing date of this final action. 

Any response to this Office Action should be faxed to (571) 273-8300 or mailed 

to: 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Art Unit: 2443 

Hand-delivered responses should be brought to 

Customer Service Window 
Randolph Building 
401 Dulany Street 
Alexandria, VA 22314 

Any inquiry concerning this communication or earlier communications from the 

Examiner should be directed to Kishin G. Belani whose telephone number is (571) 270- 
1768. The Examiner can normally be reached on Monday-Friday from 6:00 am to 5:00 
pm. 

If attempts to reach the Examiner by telephone are unsuccessful, the Examiner's 
supervisor, Tonia Dollinger can be reached on (571) 272-4170. The fax phone number 
for the organization where this application or proceeding is assigned is (571) 273-8300. 

Information regarding the status of an application may be obtained from the 
Patent Application Information Retrieval (PAIR) system. Status information for published 
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applications may be obtained from either Private PAIR or Public PAIR. Status 
information for unpublished applications is available through Private PAIR only. For 
more information about the PAIR system, see http://pair-direct.uspto.gov. Should you 
have questions on access to the Private PAIR system, contact the Electronic Business 
Center (EBC) at 866-217-9197 (toll-free) or 703-305-3028. 

Any inquiry of a general nature or relating to the status of this application or 
proceeding should be directed to the receptionist/customer service whose telephone 
number is (571)272-2600. 
/K. G. B./ 

Examiner, Art Unit 2443 

February 22, 2010 

/George C Neurauter, Jr./ 
Primary Examiner, Art Unit 2443 



